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Flowmeter
& Assembly

Kits The Mazzei® F-30 Flowmeter

Molded of polycarbonate with a #316 stainless steel float and set point indicator.
Available for in-line installations, and made to the same high standards expected of all
Mazzei products.

FEATURES:

» Recommended for use with %2-inch and 34-inch Mazzei® injector models

» Materials of Construction*: Polypropylene and polycarbonate body with
stainless steel ball and Viton 0O-ring

» Connections: "-inch barb/MNPT
» Operating Water Flow Range: 10-150 LPH or 5-40 GPH
» Dual Scale for Liquid Flow

* Check your preferred chemical resistance charts for compatibility

Optional Assembly Kits for industrial and
agricultural applications are available with
or without a Mazzei® Yz-inch or %-inch
injector. Customers have the option to
connect with a short vinyl tube or to thread
a flow control valve directly to their own
Mazzei injector by cutting off the barb from
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In addition, there are Flow Control Valves
that enable customers to easily adjust liquid
suction flow rate.
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UV Resistant Polypropylene Natural PVDF

The Better Metering Valve...
the Mazzei MV-5

The MV-5 is a step up in metering valves.
It's engineered to provide increased
meter control through all valve positions.
You can control flows more precisely
and accurately. Its male threaded fitting
offers easy installation and maintenance.
Available in UV resistant polypropylene
or FDA approved natural PVDF, the MV-5
is designed for chemical feed in ag or Metering Valve
industrial applications.
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Typical Installation

FEATURES
Plug valve design

Customized “V Port” characterized seat
control — better turn down capacity

Available in '2” polypropylene or PVDF

Optional male to female threaded adapter
for inlet and discharge



